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P44-WW Wall Was ESCRIPTION
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The Prime 44 Wall Wash System provides distinctive perimeter direct lighting for
a variety of applications from classrooms to boardrooms, hallways to restrooms.
The P44 WW features a cross-blade, aluminum baffle or an open aperture with no
baffle to create the illusion of a flaoting ceiling. The WW System accommodates
any space using telescopic assemblies at the end of rows to allow for wall

imperfections.

P44-WW SPECIFICATIONS ;
CONSTRUCTION  Code gauge cold rolled steel housing. FINISH Standard housing finished in ICON White powder Z
MOUNT The fixtures is mounted with a 6063T5 extruded coat applied over a 5-stage corrosion inhibiting m

aluminum ceiling flange with integral, continuous “J" pre-treatment. Transparent color over bonded

trim. chrome finish available. Alternate finishes available. Y
OPTICS High performance white hybrid powder coat applied APPLICATIONS Retail, Grocery Store, Educational Facility, Library, %

to an optically optimized reflector system. Semi- Open Office, Private Office, Recleption Area, m

specular blades with specular side rails or white Conference Room, Lobby, Corridor, Rest Room, N

parabolic high cut off louver. Continuous matte Medical Center, Museum N

white lens is standard. OTHER T-bar mount uni-clip support brackets furnished as é
ELECTRICAL Pre-wired with factory installed branch circuit wiring §tandard for simplifying?y and rgducing Qverall cost of N=

and over-molded quick connects. Removable ballast installation. Energy saving options available (consult é

tray. Quick access wire plate. UL listed class “P” factory) )

thermally protected electronic ballast with less than g_

10% THD.

P44-WW LAMP CONFIGURATIONS
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P44-WW

. - . . o
Candela Tabulation Total Luminaire Efficiency: 73.60%
P44-RWW-2T5
CANDLEPOWER DISTRIBUTION
VERTICAL ANGLE HORIZONTAL ANGLE
0 225 45 675 20
0 225 45 675 2 Zonal Lumens
0 1558.34 1558.34 1558.34 1558.34 1558.34 Zone Lumens %Lam %Fixt
5 1557.76 1687.92 1747.93 1699.52 1753.81 ° P
10 156323 1671.33 1789.49 1701.69 1768.45
15 1584.87 171549 1740.53 1827.41 1844.48 0-30 1230 212 288
20 15503 171621 177564 184541 184596 0-40 1982 342 64
25 151065 172561 1747.23 178881 1827.95 0-60 3410 588 798
30 145081 166011 17337 174392 174135 090 262 735 998
35 136949 161879 170553 164368 1630.42 90-120 9 ol 02
40 128384 156516 1587.24 1529.03 1450.68 90-130 9 ol 02
45 1217.61 153345 148192 135225 1338.18 90-150 9 ol 02
50 113234 148200 132038 114601 1094.06 90-180 9 ol 02
55 104462 134671 113583 91343 86088 0-180 4271 736 100

60 945.24  1241.63 884.63 654.53 560.98
B e ewn e e T s e = 344
75 549.67 576.88 218.96 182.61 173.01
80 380.12 297.69 130.14 121.69 123.47
85 173.01 125.44 81.28 72.61 75.94
90 47.04 52.21 41.92 45.87 385

IES SPACING CRITERIA: END = 1.38 DIAGONAL = 1.54 CROSS = |.32 Coefﬁcients of Uti|iZation Zonal Cavit)’ Method

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 88 88 88 88 86 8 86 86 82 82 82 78 78 78 757575 74

I 80 77 73 71 78 75 7270 7269 67 69 67 65 66 65 63 62

2 73 67 62 S8 71 66 61 57 63 59 56 6l 57 55 58 56 53 52

3 67 59 53 48 65 58 52 48 56 51 47 54 50 46 52 48 45 44

4 6l 52 46 4l 59 51 45 41 49 44 40 48 43 40 46 42 39 37

5 56 47 40 35 55 46 40 35 44 39 35 43 38 34 42 37 34 33

6 52 42 36 3l 51 42 35 31 40 35 31 39 34 30 38 33 30 29

7 48 38 32 27 47 38 32 27 37 31 27 36 31 27 3530 27 25

8 45 35 29 25 44 34 29 24 34 28 24 3 28 24 32 277 4 23

9 4 32 26 22 41 32 2 22 31 26 22 30 25 22 29 25 22 20

10 39 30 24 20 38 29 24 20 29 23 20 28 23 20 2723 20 18
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P44-WW ORDERING KEY

EXAMPLE P44-WW-G-GC-2LT-T5-ASY-S-U-EBI0-W-4

— T T T 0

SERIES TRIM MOUNTING LAMP QTY LAMPTYPE SHIELDING CIRCUIT VOLTAGE BALLAST FINISH OPTIONS LENGTH
P44-WW G-Grid NC-New Const 26T - 9ITT55tg  T5 ASY Open. S Single 120 EB  Electronic W_White  EC Emergency Circuit 2 2F
BG-Bolt Grid ~ EC - Existing IST- ILTT5 Stag ~ TSHO o D Duall 277 EBIO Electronic<10%  AF Alt Finish BP Battery Pack 3 3R
R-Regressed Construction 1(T8) T8 PL - Parabolic M Multil 347 DIM Dimming NL Night Light 4 4Ft
F-Flange 2(T8) Louver U Universal  SPB Special Ballast FR  Fuse Run 8 8Ft
N None Specify OSN Occupancy Sensor XX Row Length
DSN Daylight Sensor (Row lengths

OSNR Occupancy Sensor Remote must consist

DSNR Daylight Sensor Remote  of lengths
FB  Fuse Each Ballast listed above)
L30 3000K lamps (Incl.)

*Consult Manufacturer L35 3500k lamps (Incl)

Underline signifies standard configuration. L41 4100k lamps (Incl.)

UL listed and IBEW-AFL made (product affixed with UL and IBEW labels)

ICON International reserves the right to change

pecifications for product impro without notification
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